
FAST PILOT   2006 (1200)  & 2008 (1500)



Technical Data, Pilot  1200

1211109876543210m

Loa (m) 12,0

L hull (m) 10,8

Beam (m) 4,2

Draft (m) 1,2

Bottom angle 19,5

Weight (kg) 13 000

Speed (kn) 27

Engine: 2 x Scania DI 12

261kW / 350hp / 1800 rpm



Pilot  1200
Accomodation
•Rubiber suspended wheelhouse
•Nose level 70-71dB
•5 suspension seats
•Centrally placed helm station
•Visibility round horizon
•Air condition

Machinery
•Twin Scania DI 12 350 hp diesel
engines
•Stern gear with fixed pitch
propellers
•Twin Disk MGX Quick Shift
transmissions
•Fixed fire extinguishing system

Deck equipment
•Pilot bridge
•Life lines
•Tire fenders
•Life raft
•MOB equipment



Pilot  1200



2009 Running hours and fuel consumption
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Technical Data, Pilot  1500
Loa (m) 15,7

L hull (m) 10,8

Beam (m) 4,9

Draft (m) 1,2

Bottom angle 19,5

Weight (kg) 17 000

Speed (kn) 25

Engine: 2 x Scania DI 12

331kW / 450hp / 1800 rpm
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Pilot  1500

Accomondation:
•Rubber suspended wheelhouse
•Noise level below 65 dB
•7 suspension seats
•Centrally placed helm station
•Air condition



Pilot  1500

Machinery:
•Twin Scania DI 12 450 hp diesel
engines
•Stern gear with fixed pitch propellers
•Twin Disk MGX Quick Shift
transmissions
•Fixed fire extinguishing system



Pilot  1500

Deck equipment:
•Pilot bridge
•Life lines
•Tire fenders
•Life raft
•MOB equipment



Summary

Pilot 1200

Loa (m) 12,0

L hull (m) 10,8

Beam (m) 4,2

Draft (m) 1,2

Bottom angle 19,5

Weight (kg) 13 000

Speed (kn) 27

Engine: 2 x Scania DI 12

Power: 261kW / 350hp / 1800 rpm

Pilot 1500

Loa (m) 15,7

L hull (m) 10,8

Beam (m) 4,9

Draft (m) 1,2

Bottom angle 19,5

Weight (kg) 17 500

Speed (kn) 25

Engine: 2 x Scania DI 12

Power: 331kW / 450hp / 1800 rpm



Pilot  1200 & 1500

Builder :

Kewatec Aluboat Oy Ab

Storgrundsvägen 1

67900 Karleby

www.kewatec.fi


